
SLIDING 
COVEN - 


Vl' PIPE DOON STOPS EACH 
SIOE. SET IN CONCRETE WALLS 
AT A SLIGHT ANGLE OR FAST¬ 
ENED TO OUTSIDE OF WALLS. 

SEE HOOK DETAIL, SHEET t- 




IF THE SHELTER IS TO BE 
USED B T MORE THAN SIX 
PERSONS, PROVIDE MECH¬ 
ANICAL VENTILATION. 


SERVICE PANEL IS FUSED SAFETV SWITCH FOR ONE 
20 AMPERE 120 VOLT CIRCUIT. 


SECTION A-A 

T*’T/' Vi'i 12* SHEAR BARS 20*0.C 34 REtfD. 

VAPOR BARRIER “''SECTION 

ALTERNATE FLOOR SLAB 


SECTION B-B 


CONCRETE TO TEST 3,000 PSI, 28 DAY 


SECTION C-C 


ELECTRIC SERVICE ENTRANCE CABLE. TYPE UF, 
IS BURIED AT LEAST TWO FEET, LOOPED AND 
BROUGHT THROUGH WALL IN CONDUIT PLUG CON¬ 
DUIT TO MAKE WATERTIGHT. 


APPLY TWO COATS OF BITUMINOUS 
WATERPROOFING TO OUTSIDE SUR¬ 
FACES. 

ALL STEEL, EXCEPT REINFORCING 
BARS, SHALL BE HOT-DIP GALVANIZED 
OR OTHERWISE PROTECTED FROM 
CORROSION 

ALL LUMBER SHALL BE TREATED, AFTER 
CUTTING, WITH A COPPER NAPTHENATE 
PRESERVATIVE. A IS MINUTE DIP IS SUG¬ 
GESTED. 

FACES ANO EDGES OF PLYWOOD SHALL BE 
GIVEN TWO COATS OF OUTSIDE PENETRAT¬ 
ING SEALER 
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IB GAGE STEEL HOOD 22' IN OIA- 
METER,SUPPORTED BY FOUR 
'/•’« l'/V STEEL BARS WELDED TO 
HOOD AND FASTENED TO PIPE WITH 
NO. 12 SHEET METAL SCREWS. 
SCREEN WITH '/♦" MESH HARDWARE 



VENTILATOR DETAIL 

CUT AWAY TO SHOW CONSTRUCTION 
SCALE: I ' T" " "1 '• r~~i 



ENTRANCE DOOR DETAILS 












